
The Lean-Lift System
• employs a computerized vertical lift, with a four-chain system for optimum guidance.
• includes photo sensors that detect the height of items to determine the best storage position

for each, minimizing space usage.
• has a total load-carrying capacity of 88,300 pounds, with shelf capacity of 2,200 pounds.

1. Extractor — stores and retrieves items 
2. Four-chain System — for optimum guidance of extractor
3. Storage Locations — accommodate bulky and heavy parts
4. Container — holds and transports articles 
5. Integrated Frame Profile — for height-optimized

placement of containers
6. "Soft Start" Control — equipped with frequency converter
7. Light Barriers — self-monitoring and of BWS-S design 
8. Lockable Sliding Doors — provide protection of 

stored items 
9. Powder-based Finish — environmentally-friendly and 

scuff-resistant 
10. Hanel Microprocessor Control Unit — mounted on

movable "vario-arm" 
11. Wiring Cabinet — located for easy access 
12. Photo-sensors — for height detection and safety 
13. Service Door — conveniently positioned on side of unit

For more than 40 years, Hanel has been producing vertical storage
systems to meet the space- and time-saving demands of a wide
range of industries.

Hanel systems are designed to

• maximize use of limited floor space, often increasing an area's storage capacity by 60% or more.
• improve storage and retrieval times, bringing the materials to the operator at an optimum access height,

greatly reducing personnel cost and cycle time.
• protect goods, with a cabinet-style construction that guards stored items against dust, light and 

unauthorized use.
• allow storage of a variety of materials and parts, with both variable and customized interiors

The Rotomat System
• uses proven vertical carousel technology with high-performance controls, for storage up to

several floors high.
• is available with a full selection of accessories, including containers, inserts, trays and drawers.
• has a load capacity of 1,650 pounds per shelf.

1. Carriers — attached to the rotating mechanism
2. Multifunction Carrier — for variable applications
3. Drive System — housed internally
4. "Soft Start" Control — uses three-phase motors
5. Work Counter — made of high-grade stainless steel
6. Hanel Safety Threshold
7. Light Barriers — of BWS-S design
8. Hanel Microprocessor Control Unit
9. Wiring Cabinet — located for easy access

10. Multifunction Positioning System 
11. Lockable Sliding Doors — provide protection of 

stored items
12. Powder-based Finish — environmentally-friendly and

scuff-resistant
13. Maintenance Access — conveniently positioned at the front
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Maybury Associates, Inc., 90 Denslow Rd., East Longmeadow, MA 01028-3160
(413) 525-4216 • Fax (413) 525-8231

(888) MAYBURY (888-629-2879) • Fax (888) MAY2FAX (888-629-2329)
http://www.maybury.com • email: maybury@maybury.com


